SWITCH ADJUSTER FOR HORIZONTAL SWITCH RODS

ADJUSTER ADJUSTERS SHALL BE SUPPLIED COMPLETE WITH ADJUSTING NUTS AND MOUNTING BOLTS.

<table>
<thead>
<tr>
<th>ROOSTER STYLE</th>
<th>1/2&quot; (IN.) MIN.</th>
<th>5/8&quot; (IN.) MIN.</th>
<th>QTY.</th>
<th>FOR USE WITH</th>
</tr>
</thead>
<tbody>
<tr>
<td>20</td>
<td>2 1/2&quot;</td>
<td>1 3/16&quot;</td>
<td>2</td>
<td>1/2-13NH 13G</td>
</tr>
<tr>
<td>25-3</td>
<td>2 3/16&quot;</td>
<td>1 5/16&quot;</td>
<td>2</td>
<td>1/2-13NH 13G</td>
</tr>
</tbody>
</table>

SWITCH ADJUSTER FOR VERTICAL SWITCH RODS

ADJUSTER ADJUSTERS SHALL BE SUPPLIED COMPLETE WITH ADJUSTING NUTS AND FOUR 3/4" X 4" MOUNTING BOLTS. (FURNISHED WITH RACOR TYPE W4 RODS)

FOR REFERENCE ONLY

PENINSULA CORRIDOR JOINT POWERS BOARD

STANDARD DRAWINGS

SIGNAL AND COMMUNICATION SWITCH APPARATUS ADJUSTER FOR INTERLOCKING SWITCHES

DRAWN BY: 50-6317

DEPT: 0  093011

SIGNAL

DRAWN BY: 50-6317

REV: 0  093011

SIGNAL

DRAWN BY: 50-6317

REV: 0  093011